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SITRIX GAMMA .

Cellulose Polyester Klude z
ISO klasse 5 1 7 .
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e Non woven hydroentagled 55% cellulose og
45% polyester klud.

e Kombinerer styrken fra polyester og
sugeevnen fra de lange cellusefibre.

e Renrumsproduceret og pakket for at
mindske antallet af Igse fibre.

e Fungerer godt med IPA og andre
oplgsningsmidler.

e Allround aftgrring og polering af forskellige
overflader, herunder optik.

e Fremragende til farmaceut-, biotek- og
medicinalindustrien.

e Anbefalet til brug i ISO 5 renrum.

e Gamma steriliseret.
3 x Pakket.
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TEKNISK SPECIFIKATION IMTE
Sitrix CP

SITRIX GAMMA

50% care we care

Basis weight (IEST-RP-CC 004.3) 68 + 4 gsm
Thickness 0,27 ~ 0,34 mm.
b Sorptive capacity 290-340 ml/m?
Absorbency (IEST-RP-CC 004.3) Rate 1.0 seconds

Nonvolatile residue, NVR DIW Extrectant (100 ml DI water at ambient temp. for 24 hrs)
(IEST-RP-CC 004.3) <0.2015 mg/g
FTIR No silicone oil, amide and DOP detected
Sodium (Na) <0.0400 mg/g
lon content (IEST-RP-CC 004.3) Potassium (K) <0.0080 mg/g

Chloride (Cl) <0.0500 mg/g

Releasable particles LPC (>0.5

3 2
um)(IEST-RP-CC 004.3) <12 10" counts/em
Releasable particles APC ((Helmke drum) >0.5 um)
(EST-RP-CC 003.2) <200 counts/pc./cfm
Sitrix Gamma Opdateret: 22.11.2021

Each package is gamma irradiated to a Sterility
Assurance Level (SAL) of 107°.

A circular Red Sticker found on the packaging
ensures sterilization of the wiper.

Testet i henhold til EN 16523-1:2015
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